
Making Tools Pokayoke Compatible

Pokayoke Wireless Unit HCP-2402T-MC

Makita 

Impact Driver/Impact Wrench/

Cordless Screwdriver

TW-800 Series 

Pokayoke Receivers

【Impact driver/Impact wrench/Cordless screwdriver models

that can build-in HCP-2402T-MC】

*Overseas

Impact Drivers DTDA040/DTDA070/DTDA100/DTDA140

Impact Wrenches DTWA070/DTWA100/DTWA140/DTWA190

Cordless Screwdrivers     

DFT024F/DFT025F/DFT060F(China/Thailand/Philippines/Indonesia/India)

Cordless Angle Screwdrivers

DFL020F/DFL063F(China/Thailand/Philippines/Indonesia/India)

*For purchasing an impact driver/impact wrench/cordless screwdriver/cordless angle screwdriver, please contact Makita Corporation or 

Makita Corporation’s dealers.

HCP-2402T-MC can be built in by retrofitting to impact driver/impact wrench/cordless screwdriver made by Makita Corporation

HCP-2402T-MC is a wireless unit that can 

communicate with the TW-800 series 

Pokayoke receivers.

An interface board is added to “Pokayoke

wireless module HRF-2402” installed in the 

“Check Pen S”, which has a proven track 

record in factories, and the unit is provided in 

a form that is easy to incorporate into a tool.
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Item Specifications

Frequency Band 2,403 MHz-2,478 MHz

Input 1 Non-voltage Contact

Display 1 Communication LED : (Green / Red)

Operating power

supply voltage
DC 2.2 V - 6.0 V

External Dimensions

(W x H x D)
20.0×30.0×6.4 mm(0.79×1.18×0.25”)

Available countries
Canada/US/Japan/China/Thailand/Vietnam/

Philippines/Indonesia/India              

■Features
✓ Can communicate with the TW-800 series Pokayoke receivers

✓ The communication distance is about 30m(98ft) indoors

✓ Equipped with a pairing switch, LED display, antenna and input, so it 

can be used as a built-in unit

✓ Built-in proprietary communication protocol can greatly reduce the 

communication related development cost
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